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TTM 800/2 TAPING
LINE

The TTM 800/2 Taping Line is designed to deliver stable, precise, and high-effi  ciency taping performance 
for industrial production environments. Built with a robust mechanical structure and balanced rotating 
components, the machine ensures consistent operation even under demanding working conditions.

Its solid construction and carefully engineered layout provide smooth and reliable tape application, minimizing 
vibration and ensuring long-term durability. The system is developed to handle a wide range of taping 
applications while maintaining controlled tension and uniform wrapping quality throughout the production 
process.

With its compact footprint and operator-friendly design, the TTM 800/2 integrates easily into existing 
production lines. Safety-focused details, enclosed working areas, and reliable motion control systems make 
it a dependable solution for continuous industrial use. The TTM 800/2 represents a balanced combination of 
strength, precision, and production effi  ciency for modern taping operations.

TTM 800/2

TECHNICAL OVERVIEW 

FRONT VIEW SIDE VIEW REAR VIEW

TECHNICAL SPECIFICATIONS

Number of Pads

Cable Passage

Tape Material

Tension Range

Tape Tension Control

Max Pad Diameter

Inner Pad Diameter

Tape Width

Max Rotation Speed

Tape Brake & End Detection

AC Motor Power

Emergency Stop

Supports both metallic and non-metallic tapes up to 800 mm, with a maximum pad capacity of 200 kg.
Accommodates a wide tape width range from 10 to 100 mm and operates at rotational speeds of up to 600 rpm within a compact 4 m × 3 m footprint.

2

160mm up to 250mm

Non-Metallic Tapes

20N-200N

Hysteresis brake

800mm

76mm

10mm-100mm

600rpm When Balanced

By sensors

22kW

Pneumatic disc brake

PARAMETER VALUE
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YARN SERVER
Our yarn servers provide exceptional reliability and versatility, serving as a critical component for modern 
cable manufacturing. Designed to be the cornerstone of effi  cient industrial yarn stranding, these units are 
renowned for their precise tension control during high-speed operations. They are specifi cally engineered to 
apply strength members to the cable center, making them an ideal solution for paying off  round, fl at, fl exible, 
or rigid materials.

Tension is individually managed for each strand during production through advanced hysteresis brakes and 
state-of-the-art control software, ensuring uniform application. These servers are designed for seamless 
integration into any production environment, whether they are being incorporated into brand-new high-speed 
lines or retrofi tted into existing manufacturing setups. This robust design ensures consistent quality and 
unmatched performance for diverse cable reinforcement requirements across the industry.

YHS 24

TECHNICAL OVERVIEW 

FRONT VIEW SIDE VIEW TOP VIEW

TECHNICAL SPECIFICATIONS

Type

Line Speed

Bobbin number

Lay Length

Tension Range

Max rotation speed

Bobbin weight

Bore diameter

Materials

Rotation direction

Supports both metallic and non-metallic tapes up to 800 mm, with a maximum pad capacity of 200 kg. Accommodates a wide tape width range from 10 to 100 
mm and operates at rotational speeds of up to 600 rpm within a compact 4 m × 3 m footprint.

Fly Off 

200 m/min

6,12,18,24

50 mm – 500 mm

1-20 N ± 10%

450 rpm 

9 kg

56 mm

Aramid,  glass yarns, water-blocking yarns

CW/CCW

PARAMETER VALUE
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ACCUMULATOR HORIZONTAL

This sturdy, welded GMM accumulator is designed for seamless line integration without requiring a specialized 
foundation. The unit features horizontally moveable pulleys mounted on double posts, with stationary wheels 
positioned at the front end. To ensure smooth cable handling, integrated rollers along the beams support both 
the upper and lower cable segments during operation.

The carriage is driven by chains powered by an AC motor, which is managed by a frequency converter for 
precise control. This setup provides constant torque, maintaining approximate cable tension that is easily 
adjustable from the main control panel. While the system typically functions automatically, it includes a manual 
override for convenient cable threading. A dedicated cable clamp is also included as standard to ensure secure 
processing during the accumulation cycle.

ACCUMULATOR

REAR VIEW

TOP VIEW

FRONT VIEW

TECHNICAL SPECIFICATIONS

• Special designs according to your requirements on request
• Please contact us with your questions for our advice

ACH 600

ACH 800

ACH 1000

ACH 1200

ACH 1500

ACH 3000

600

800

1000

1200

1500

3000

20 - 400

35 - 500

40 - 599

40 - 600

40 - 800

100 - 2000

15

30

40

50

50

80

ACCUMULATOR
TENSION

RANGE
(N)

CABLE
DIAMETER

(mm)
TORQUE

MODE
DANCER

MODE
WHEEL

DIAMETER
(mm)

Protection fence

Light barriers

Tension measurement sensor

Cable clamp

Full length mezzanine

Safety Solutions Options
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ACCUMULATOR
VERTICAL

GMM Vertical accumulators (ACV) are engineered 
for facilities with limited fl oor space, utilizing 
vertical height—up to 8 meters—to achieve a net 
accumulation length of 300 meters in D-ACV 
models. These units manage cable diameters up to 
30 mm by utilizing a dual-pulley system: one fi xed 
set and one vertically moving set. This movement 
allows the unit to wind or unwind cable, enabling 
reel changes at pay-off  or take-up stations without 
slowing the production line.

Beyond storage, these units function as high-
precision dancers, regulating line speed and 
cable tension. This dual functionality eliminates 
the requirement for additional tension-control 
hardware. Available options include integrated 
clamping units, intuitive touchscreen control 
panels, and sensitive pulling force for delicate 
applications. This robust, space-saving design 
ensures continuous operation and superior tension 
stability in modern manufacturing environments.

ACCUMULATOR

FRONT VIEW

TOP VIEW

SIDE VIEW

TECHNICAL SPECIFICATIONS

ACH 200

ACH 400

ACH 600

200

400

600

2 - 200

4 - 100

10 - 200

• Special designs according to your requirements on request
• Please contact us with your questions for our advice

ACCUMULATOR
TENSION

RENGE
(N)

TORQUE
MODE

DANCER
MODE

WHEEL
DIAMETER

(mm)
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CATERPILLAR
GMM haul-off  Caterpillar features a sturdy; welded structure designed for reliable cable pulling. The 
cable is guided at the inlet and outlet by pairs of horizontal and vertical pulleys, with the vertical set being 
symmetrically adjustable to match the specifi c cable diameter. Traction is achieved through endless belts that 
are pneumatically pressed and tense to ensure a secure grip without damaging the product.

The drive system consists of two motors with gear reducers, utilizing AC drives with encoder feedback to 
maintain stable speeds across the entire operational range. For precision, the traction belts are guided 
sideways by pulley fl anges and side rollers along the gripping zone. Additionally, the unit is equipped with 
a tension measurement sensor for monitoring back tension, while the outlet rollers are customized to 
accommodate changing cable diameters. The electrical cabinet is housed separately for easier maintenance 
and heat management.

The machine varies from a gripping length of 500 mm up to 4500 mm depending on the operation and 
customer requirement. Off ering both indoor and outdoor applications securely, our caterpillar meets the 
industry standards at top level.  

CATERPILLAR

TECHNICAL OVERVIEW 

FRONT VIEW SIDE VIEW TOP VIEW

TECHNICAL SPECIFICATIONS

CA 500

CA 800

CA 1200

CA 1500

CA 1800

CA 2100

CA 2400

CA 3000

CA 4200

CA 4500

500

800

1200

1500

1800

2100

2400

3000

4200

4500

200

500

800

1200

1600

2400

3000

4000

6000

7000

200

400

400

150

1500

100

100

50

50

50

• Special designs according to your requirements on request
• Please contact us with your questions for our advice

CATERPILLAR CONTACT LENGTH (mm) max PULLING FORCE (daN) max LINEAR SPEED (m/min)

Door interlock

Safety tubes at inlet and outlet

Protection fence

Tension measurement sensor

Inline rail

HMI

Safety Solutions Options
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COOLING TROUGH
The CT cooling trough is a high-capacity thermal management solution constructed from double-walled 
chromium steel to ensure durability and effi  cient temperature retention. Designed for continuous production, 
the system features a primary temperature-controlled zone followed by a motorized telescopic section that 
allows for precise adjustment via AC motor feedback. For intensive cooling requirements, the multi-pass 
confi guration utilizes large-diameter defl ection pulleys to maximize the cable’s immersion time within the 
circulating water.

The integrated assembly includes both hot and cold-water tanks, circulation pumps, and a dual-stage drying 
system equipped with air blowers and wipes to remove moisture eff ectively. While the mechanical structure, 
piping, and manual valves are provided as standard, specifi c parameters such as exact cooling lengths and 
reservoir capacities are customizable to meet diverse cable diameter and line speed requirements based on 
the customer’s technical expectations.

COOLING TROUGH

SIDE VIEW 

TOP VIEW

FRONT VIEW

TECHNICAL SPECIFICATIONS

CT 10

CT 20

CT 40

CT 60

CT 70

CT 80

CT 120

10

20

40

60

70

80

120

600 - 800

600 - 800

600 - 800

600 - 800

600 - 1000

600 - 1000

600 - 1000

21

21

21

21

25

40

60

• Special designs according to your requirements on request
• Please contact us with your questions for our advice

TYPE CABLE Ø (mm) PULLEY DIAM. Ø (mm) TOTAL LENGHT (m)
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EXTRUDER
The GXT Extruder is a high-performance extruder specifi cally engineered for processing HDPE, MDPE, and 
LLDPE jacket materials. It features a nitrided special steel barrel with requested L/D ratio and a grooved feeding 
section, enabling a high production capacity. The system is driven by a Siemens AC motor and a Zambello 
gearbox, providing stable torque for pressures reaching high levels. Temperature management is handled 
via heating and cooling zones, complemented by an integrated thermoregulator for the feeding zone and an 
automatic screw heating/cooling unit.

Control is centralized through a Siemens S7-1500 series PLC and a Comfort Panel, ensuring precise monitoring 
of melt pressure and thermocouples. The modular design includes a stainless-steel hopper with level sensing 
and a pneumatically controlled clamp. While the basic machine incorporates the drive cabinet and HMI, 
specifi c line integration components like crossheads and coloring units are customized based on individual 
customer requirements.

EXTRUDER

TECHNICAL OVERVIEW 

FRONT VIEW SIDE VIEW TOP VIEW

TECHNICAL SPECIFICATIONS

GXT 45

GXT 60

GXT 80

GXT 100

GXT 120

GXT 150

75

155

220

500

550

600

130

210

350

600

900

1300

110

210

300

500

800

1150

30

55

90

150

210

290

180

160

115

110

90

70

MODEL
OUTPUT CAPACITY kg/h POWER SPEED

RPMkWHFFRPVCXLPE
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EQUIPMENT GUIDING ROLLERSAUXILIARY

EQUIPMENT
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METER COUNTER AUXILIARY
EQUIPMENT

ADVANCING & CUTTING UNIT AUXILIARY
EQUIPMENT

HYDRAULIC  CUTTERAUXILIARY
EQUIPMENT
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GMM provides a comprehensive range of auxiliary equipment designed to enhance and automate
cable production lines. These units ensure precision, safety, and efficiency throughout the manufacturing process.

The current auxiliary lineup includes:

Ensure precise cable routing and alignment between different line components.

GUIDING ROLLERS

Vertical, horizontal, arm, accumulator dancers.

WIDE RANGE DANCERS

Provide accurate measurement of the produced cable length for quality control.

METER COUNTERS

: Includes specialized Hydraulic Cutters and Advancing & Cutting Units for 
clean, automated material handling.

Including length measurement, cutting and advancing.

PROCESSING UNIT

ADVANCING UNIT 
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GR35

GR15

GR120

GR85

POWER  &
CONTROL  CABLES

REWINDING  LINES

• Special designs according to your requirements on request
• Please contact us with your questions for our advice
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Rewinding lines are designed to rewind and cut 
the diff erent type of cable and wires in desired 
length. Rewing can be at both directions.

MATERIALS TO REWIND

Cu Communication Cables

Signal Cable

Low Voltage Cable

MV Cables

Fiber Optic Cable

Al, Cu, Steel Wires

AUXILIARY EQUIPMENT

Diameter Gauges

Spark Tester

Cutting Unit (Saw or Scissor)

Dancer

Protection Fence

Printer or Marking Unit

Welding

PAY-OFF

Type Cantilever,
Portal or Gantry

Reel Size 400 – 5000 mm

Reel Weight 0.1 – 100 t

CATERPILLAR

Type Belt Type

Pulling Force 300 – 7000 kg

LENGTH COUNTER

Type Belt, Pulley or Laser

TAKE-UP

Reel Size 400 – 5000 mm

Reel Weight 0.1 – 100 t

Type Cantilever,
Portal or Gantry

LINE CONTROL

System PLC and HMI
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SAFETY

Warning Lamp Safety Switch

Emergency Stop Bumper

Light Barrier

Safety Laser Scanner

LINE CONTROL

LC50

LC100

LC500

LC50 line control system provides user following advantages;

LC100 line control system provides user following advantages;

LC500 line control system provides user following advantages;

• Standard, Safety CPU Siemens / Allen Bradley 
• Ethernet interface 
• Up to 7” touch screen 
• Entering and displaying machine parameters 
• Parameter input by key buttons 
• Basic Alarm Management 
• Basic Recipe Management 
• Remote Service - option

• Standard, Safety CPU Siemens / Allen Bradley 
• Ethernet interface 
• Graphic user interface, touch screen ≥ 10” 
• Entering and displaying machine parameters 
• Parameter input by key buttons or touch screen 
• Extended Alarm Management 
• Extended Recipe Management 
• Remote Service – option 
• Basic Real time trend

• Standard, Safety CPU Siemens / Allen Bradley 
• Server / Client configuration 
• Ethernet interface 
• PC Based control system 
• Extended graphic user interface, touch screen ≥ 15” 
• Entering and displaying machine parameters 
• Parameter input by key buttons or touch screen 
• Extended Alarm Management 
• Extended Recipe Management 
• Remote Desktop connection 
• Extended real time / historical trend 
• Printer / barcode connection 
• Data analysing 
• Data export to office software
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